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Important Note

IMPORTANT NOTE

WARNING NOTICES
SAFEGUARDS
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Input and output

2. POWER SUPPLY LINK

3. POWER SUPPLY INPUT

4. POWER SWITCH

5. 485 DATA CONTROL INPUT AND OUTPUT

6. USB DATA CONTROL INPUT

7. LED INDICATORS

8.AUDIO INPUT2

9. AUDIO INPUT1

10.VOLUME CONTROL

1.SPEAKER OUTPUT

2 3 4 5 6 7 101 8 9

Administrator
打字机
cooling fans

Administrator
打字机
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Input and output nstallation dimension

Output connections

1 2 3 4 5 6

OUT  SDB+ POSITIVE1

2

3

4

5

6

OUT  SDB- NEGATIVE

OUT 1+ POSITIVE

OUT 1- NEGATIVE

OUT 2+ POSITIVE

OUT 2- NEGATIVE

163mm

190mm

120mm

INSTALLATION DIMENSION

OUT2OUT1USB
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ID NUMBER

ID SETUPPRESET SAVE OR LOAD

SAVE OR LOAD 1- GROUP PARAMETER TO PC

SAVE OR LOAD 20- GROUP PARAMETER TO PC
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PC interface
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PC interface
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Specifications

ITEM

8Ω Power

4Ω Power

Frequency Response

THD+N 1KHz 1W 8Ω

Signal to Noise Ratio 1KHz

Channel Separation 1KHz

Class

Protection

Operating Voltage

Input Sensitivity

Input Impedance

DSP Fuction

DSP Control

Dimensions(W×H×D)

Packing Dimension

Net Weight(kg)

Gross Weight(kg)

312×190×120mm

350×210×150mm

4.9

5.9

>80dB

D

Short,DCP,OVP,UVP,OCP,OTP

90V-135V / 180V-265V

0.77V

20KΩ

SUB:1500W + OUT1:500W+ OUT2:500W

USB:1800W + OUT1:900W+ OUT2:900W

CLASS-D DIGITAL MODULE WITH DSP

MUTE,Polarity,Gain,Delay,Limiter,Mixer,EQ,XOver

USB and RS-485

SPECIFICATIONS

20Hz-20KHz±1dB

<0.1%

>100dB

. 1


